
Unity S1 

Installations Manual

Varenummer

Produkt SKU Beskrivelse

VS-S1-LBW S1 Sensor - Hvid

VS-S1-SMW S1 Planforsænknings kit - Hvid 

Teknisk specifikation

Kontrol 

Rækkevidde 

Input 

Output 

Max DALI Load 

Output 

Max Inrush 

Input 

Linse 

Sensor 

LUX område   

Arb.  Temperatur 

Tilslutning 

Klemme størrelse

Materiale 

IP klasse 

Hulmål 

Frequency  

Garanti  

Casambi 

STD: 85m LR: 160m (LOS) 220- 

240VAC 50/60Hz D ALI 

100mA/16.5VDC

Op til 50 Drivere

Relæ 10A Kapacitiv

Relæ 10A Induktiv 

Relæ 10A Resistiv

250A/1ms, 140A/10ms

1x PUSH kontakt indgang

Fresnel  

PIR, LUX

1-999 Lux

-10 to 55°C

Loop ind/loop ud (uden jord)

2.5mm²

Brændhæmmende ABS+PC

IP65 - Indbygget (kun front) eller

overflademonteret (Alt)

62-66mm

2.4GHz ISM Bånd

5 År

Sikkerhed

Må kun installeres af en autoriseret elektriker. Sluk og isoler strømforsyningen 

før installation. Ingen dele kan serviceres af brugeren; service annullerer 

garantien. Behandl DALI som lavspænding (LV), ikke SELV. Installatører skal 

overholde bygnings- og sikkerhedskoder. Henvis til relevante standarder.

Mål (mm) 

Ledningsdiagram

Bemærk

Beregn startstrømmen for den samlede belastning for 

at sikre, at den ikke overskrider den maksimale grænse, 

da dette kan medføre risiko for relæskade eller svigt og 

ugyldiggøre garantien. Unity S1 skal være mindst 1 

meter væk fra varmekilder (f.eks. HVAC, direkte sollys).

Detektionsmønster (m)

NL LOUTSW DA DA

L

N

DA

DA

LOAD

PUSH 

     Kontakt

Klemmer:

L = Live (faseleder)

N = Neutral

LOUT = Relæ Udgang

SW = PUSH kontakt indgang 

DA = DALI Udgang

Sikring
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Installation

Pak produktet ud, og inspicer det for tegn på 

skader. Hvis du bemærker nogen defekter, skal du 

ikke fortsætte med installationen. Returner produktet 

til det sted, hvor det blev købt, for at få det ombyttet.

Indbygget (IP54 fra forsiden)

1.

2.

3.

Se vejledningen til 

detektionsmønsteret for 

korrekt placering. Bor et 

hul på 62-66 mm med et 

kopbor.

Tilslut Unity S1 i henhold 

til ledningsdiagrammet 

(figur 1).

4. Løft fjederklipsene 

opad, og indsæt Unity 

S1 i loftet (se figur 2).

5. Installation fuldført.

 62mm 

Indbygget (IP65 fra forsiden)

1. Se vejledningen til 

detektionsmønsteret for 

for korrekt placering.

2. Bor et hul på 62-66 mm 

med et kopbor.

3. Tilslut Unity S1 i henhold 

til ledningsdiagrammet 

(figur 1).

4. Vip fjederklipsene opad, 

og indsæt Unity S1 i loftet 

(se figur 3).

5. Sørg for, at Unity S1 er 

korrekt placeret, og skru de 

medfølgende 4 Phillips PH1 

M2,5 forsænkede skruer i 

de 4 monteringshuller (se 

figur 4).

Sørg for, at materialet, hvor 

skruerne monteres, er  

tilstrækkelig tæt til at sikre 

en stabil fastgørelse

6. Sæt dækslet på igen

7. Installation fuldført

Påbygning (IP65)

1. Se vejledningen til 

detektionsmønsteret for 

korrekt placering.

2. Bor 2 huller på 2,5 mm med 

en afstand på 44 mm.

3. Bor et tredje centralt hul, og 

træk det elektriske kabel 

gennem IP67-tætningen på 

bagsiden af kittet.

4. Centrér påbygnings kittet 

over de 2 huller på 2,5 mm, 

og monter de 2 Phillips PH1 

M3 Stjene skruer for at 

fastgøre påbygnings kittet til 

loftet (se figur 5).

5. Tilslut Unity S1 i henhold 

til ledningsdiagrammet 

(se figur 1).

6. Vip fjederklipsen opad, 

fjern dækslet, og indsæt 

Unity S1 i påbygnings 

kittet (se figur 6).

7. Skru de medfølgende 4 

Phillips PH1 M2,5 

forsænkede skruer i de 

4 monteringshuller og 

ind i overfladekittet (se 

figur 7).

8. Sæt dækslet på igen

9. Installation fuldført

Anvendt BIT (Phillips)

62-66mm
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 M2      M2.5        M3

PH0      PH1         PH1
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Profiler

Fixture Model Description

All fixtures 

below

Default Settings - 

In addition to all models below

Relay with ON/OFF Toggle, OFF when Dimmed to 0%, ON when >0%. PB controls 

dimming/ON/OFF by default. Default Sensor Mode 20min Hold/1sec Fade/Presence 

75%/Absence 0%/Remove Manual Control Enabled

35768 Unity S1 DALI/BC/DIM/RELAY Basic DALI broadcast dimmer, no short addressing required 

37249 Unity S1 DALI/1ch/DIM/RELAY Basic DALI dimmer, using address #0 for dimming channel

37267 Unity S1 DALI/2ch/DIM,DIM/RELAY Two channel DALI dimmer. Dimmer #1: address #0, Dimmer #2:address #1 

37268 Unity S1 DALI/3ch/DIM,DIM,DIM/RELAY Three channel DALI dimmer. Dimmer #1: address #0, Dimmer #2: address #1, Dimmer #3: 

address #2 

37269 Unity S1 DALI/4ch/DIM,DIM,DIM,DIM,DIM/RELAY Four channel DALI dimmer. Dimmer #1: address #0, Dimmer #2: address #1, Dimmer #3: 

address #2, Dimmer #4: address #3 

37270 Unity S1 DALI/2ch/DIM,TW/RELAY Two channel DALI warm/cool mixer

37271 Unity S1 DALI/2ch/DIM,TW(No Mix)/RELAY Two channel DALI warm/cool without mixing. Address 0 will receive dim level and address 

1 will receive tunable white ratio

38439 Unity S1 DALI/2ch/DIM [WarmCool]/RELAY Single DALI dimmer controlling two Tuneable White channels (CW and WW). E.g. light is 

warmer at low dimming levels and cooler at high brightness levels

38440 Unity S1 DALI/2ch/DIM,Vertical/RELAY DALI dimmer and vertical ratio selector (sum of channels is same as dim level)

38441 Unity S1 DALI/2ch/DIM,Vertical[No Mix]/RELAY DALI dimmer and vertical ratio selector

38442 Unity S1 DALI/3ch/DIM,TW/RELAY Three channel DALI dimmer with simulated tuneable-white effect (White, Warm White 

and Cold White) for dimmer and color temperature

38443 Unity S1 DALI/4ch/DIM,DIM TW/RELAY Four channel DALI warm/cool mixer with two dimmer controls and shared color 

temperature control. 1x4-channel or 2x2-channel DALI driver(s)

38445 Unity S1 DALI/4ch/DIM,Vertical,TW [Evolution]/RELAY Four channel DALI output for dual tunable white with dimming ratio selector

38446 Unity S1 DALI/3ch/DIM,RGB/RELAY Three channel DALI RGB fixture, Red: address #0, Green: address #1, Blue: address #2

38447 Unity S1 DALI/3ch/DIM,RGB,TW/RELAY Three channel DALI RGB fixture with simulated tunable white; calibration graphs 

required, Red: address #0, Green: address #1, Blue: address #2

38448 Unity S1 DALI/4ch/DIM,RGBW [deprecated]/RELAY Four channel DALI RGB fixture with white LED. Cool and warm LED temperature should be 

set to same value. RGB and White leds are exclusive

38449 Unity S1 DALI/4ch/DIM,RGBW(TW)/RELAY Four channel DALI RGBW fixture with simulated tunable white; calibration graphs 

required. Red: address #0, Green: address #1, Blue: address #2, White: address #3

38450 Unity S1 DALI/4ch/DIM,RGBW/RELAY Four channel DALI RGB fixture with white. RGB is always present but amount of white can

 be adjusted

38451 Unity S1 DALI/4ch/DIM,RGB/White/RELAY Four channel DALI RGB fixture with white. The ratio between RGB and White is selected 

with mixer

38452 Unity S1 DALI/5ch/DIM,RGB/TW [Evolution]/RELAY Five-channel DALI fixture with RGB and Tunable White (WW/CW) outputs. The ratio 

between RGB and TW is selected with mixer.

38453 Unity S1 DALI/5ch/DIM,RGB,TW [Evolution]/RELAY Five-channel DALI fixture with exclusive RGB and Tunable White (WW/CW) outputs. Cross-

fading is applied on switching between the color and white modes

38454 Unity S1 DALI/5ch/DIM,RGB/W+W[Evolution]/RELAY Five-channel DALI RGB/W fixture with mixed White and extra light (White #2) output. The 

ratio between RGB and White is selected with mixer. White #2 can be independent, 

blended or modulated by the main Dimmer

38455 Unity S1 DALI/6ch/DIM,RGB/W+TW[Evolution]/RELAY Six-channel DALI RGB fixture with mixed White and extra pair of WW + CW outputs. The 

ratio between RGB and White is selected with mixer. TW output is defined by own Dimmer 

(White #2) and Color Temperature controls

38456 Unity S1 DALI/DT8/DIM,TW/RELAY DALI Dimmer with tuneable white for Unity S1 with DALI DT8 driver supporting TC color 

model: warm/cool mixing is done by DALI driver, and Unity S1 sets dimlevel and 

temperature values

38458 Unity S1 DALI/DT8/DIM[WarmCool]/RELAY Single DALI dimmer controlling both light intensity and color temperature. E.g. light is 

warmer at low dimming levels and cooler at high brightness levels.

38460 Unity S1 DALI/DT8/2x(DIM,TW)[Evolution]/RELAY DALI dual tunable-white fixture with two DT8 DALI output addresses

38461 Unity S1 DALI/DT8/DIM,DIM,TW/RELAY 2 DALI dimmers with common tuneable-white control

38462 Unity S1 DALI/DT8/DIM,DIM,DIM,TW/RELAY 3 DALI dimmers with common tuneable-white control

38463 Unity S1 DALI/DT8/DIM,RGB/RELAY 3-channel (RGB) DALI DT8 dimmer supporting 'RGBWAF' color-type input: Dim and 

RGBWAF channels

38464 Unity S1 DALI/DT8/DIM,RGBW/RELAY 4-channel (RGBW) DALI DT8 dimmer supporting 'RGBWAF' colortype input: Dim and 

RGBWAF channels

38466 Unity S1 DALI/DT8/DIM,RGB/White[Evolution]/RELAY 4-channel (RGBW) DALI DT8 dimmer with mixer for RGB and White channels.

38467 Unity S1 DALI/DT8/DIM,RGB,TW/RELAY DALI DT8 dimmer with mutually exclusive RGB or TC (color temperature) controls

38468 Unity S1 DALI/DT8/DIM,RGB,TW[Evolution]/RELAY DALI DT8 dimmer with mutually exclusive RGB or TC (color temperature) controls

38469 Unity S1 DALI/DT8/DIM,RGBW(AF)[Evolution]/RELAY DALI DT8 dimmer with 4/5/6-channel RGBWAF outputs; Add 1-2 custom elements for the 

White/Amber/Freecolor channels.

38470 Unity S1 

DALI/DT8/DIM,RGBW(AF),TW[Evolution]/RELAY

DALI DT8 dimmer with 4/5/6 channels RGBWAF output with exclusive RGBW+A+F or TC 

(color temperature) modes; add 1-2 custom elements for the extra Amber/Freecolor 

channels.

38471 Unity S1 

DALI/DT8/DIM,RGB+TW(WAF)[Evolution]/RELAY

DALI DT8 dimmer with 4/5/6-channel RGBWAF control, producing simultaneous output for 

color (RGB) and tunable-white (WAF) channels; the White/Amber/Freecolor outputs are 

controlled with a single CCT level input.

38473 Unity S1 DALI/DT8/DIM,XY[Evolution]/RELAY Multichannel DALI DT8 dimmer supporting 'XY' color-type control.

38474 Unity S1 DALI/DT8/DIM,XY,TW[Evolution]/RELAY Multichannel DALI DT8 dimmer supporting exclusive 'XY' and 'TC' color-type control.

DALI Broadcast

DALI DT6

DALI DT8
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